
Minimum considered pressure 0.5 bar  Max. working pressure according the dripperline wall thickness de�nition

MAX. LATERAL LENGTH (METER) AT DIFFERENT INLET PRESSURE AND DIFFERENT S LOPES

UniRam™ AS 20010/20012                 Flow   Rate 3.5 l/h  
DISTANCE BETWEEN DRIPPERS (ME TER) 

UPHILL
2%

INLET PRESSURE 
(BAR) 

0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1.0

1.0 54 73 89 102 114 124 133 141 149

1.5 71 97 120 140 157 174 188 202 214

2.0 82 114 141 166 187 207 226 243 259

2.5 92 127 158 186 211 235 256 276 295

3.0 99 138 172 203 231 257 281 303 325

3.5 106 148 184 218 248 277 302 328 351

4.0 112 156 196 231 263 294 322 349 374

FLAT 
TERRAIN

1.0 59 82 103 123 141 158 174 189 204

1.5 75 104 132 157 179 202 222 242 261

2.0 86 120 152 181 207 232 257 280 302

2.5 95 133 168 200 229 258 284 310 334

3.0 102 144 181 216 248 279 307 335 361

3.5 109 153 193 230 265 297 328 357 386

4.0 115 161 204 243 279 314 346 377 407

DOWNHILL
2%

1.0 63 92 118 144 169 193 217 240 264

1.5 78 112 144 174 202 230 258 284 310

2.0 89 127 162 196 227 258 288 317 345

2.5 98 139 177 214 248 281 313 344 374

3.0 105 149 190 229 265 300 334 367 399

3.5 111 158 202 243 281 318 354 388 421

4.0 117 167 212 255 295 333 370 406 441


