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Description
The series 80  valves are designed to offer the highest performance in greenhouse, field crops and turf irrigation systems. With straight or angle 
flow design, the 80 series valves are used for all control applications while ensuring minimal maintenance and maximal reliability.

Features and Benefits
■■ Simple, reliable and economical
■■ Angle or straight, globe- pattern valve, activated by a fully-supported diaphragm
■■ Durable, corrosion free materials
■■ Unique clog-free labyrinth inlet of the activation water on electric 2-way valves
■■ 3 Position Manual override on electric 2-way valves
■■ Operation at wide range of flow rates, from near zero to the maximal flow
■■ Electric 2-way or hydraulic / electric 3-way actuation
■■ All of the control system’s devices are assembled on the valve’s bonnet.
■■ No tubes are connected to the body
■■ Removable flow control stem handle (optional)
■■ Integral stainless-steel EasyClean® filter

SERIES 80
Globe & Angle Irrigation Valves
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Globe & Angle Irrigation Valves Series 80

Dimensions
40mm, 1½” 50mm, 2”

Angle Straight Angle Straight

Height (H)
mm 171 159 171 166

inch 6.73 6.23 6.73 6.54

Length - Straight (L)
Center to outlet-Angle

mm 88 165 88 165

inch 3.46 6.5 3.46 6.5

Length
mm 163 163 163 163

inch 6.42 6.42 6.42 6.42

Weight
kg 0.8 0.9 0.8 0.9

lbs 1.8 2 1.8 2

Operation data
40mm, 1½” 50mm, 2”

Max. Flow
m3/hr 25 40

gpm 110 176

Pressure range
bar 0.5-10

psi 7-150

Max. Water Temp.
°C 60

°F 140

Max. Ambient Temp.
°C 52

°F 125

Technical Data

Pressure losses
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Description
Electric valve for gardens, parks and golf courses

Features and Benefits
■■ Simple, reliable and economical
■■ Globe- pattern valve, activated by a fully- supported diaphragm
■■ Durable, corrosion free materials
■■ Unique clog- free labyrinth inlet of the activation water
■■ Operation at wide range of flow rates, from near zero to the maximal flow
■■ Internal bleed manual override opening
■■ Removable flow control stem handle (optional)
■■ No filters
■■ No cleaning needle

SERIES 80
80-1, 80-3/4” Turf Irrigation Valves

L

H

6



80-1, 80-3/4” Turf Irrigation Valves Series 80

Dimensions
20mm, 3/4” 25mm, 1”

Height (H)
mm 109 112

inch 4.3 4.4

Length - Straight (L)
Center to outlet-Angle

mm 98 103

inch 3.9 4.1

Width
mm 75 75

inch 3 3

Weight
kg 0.28 0.29

lbs 0.62 0.64

Operation data
20mm, 3/4” 25mm, 1”

Max. Flow
m3/hr 6 10

gpm 26 44

Pressure range
bar 0.5-10

psi 7-150

Max. Water Temp.
°C 60

°F 140

Max. Ambient Temp.
°C 52

°F 125

Specifications

■■ Standard: 24 VAC 50/60 Hz. ±10%
■■ Optional: other voltage rating or latching DC operators
■■ Current: 0.25 Amp Inrush; 0.11 Amp holding

Technical Data

Pressure losses
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Description
Series 75, “GAL” plastic valves are designed for the control of irrigation systems of field crops, vineyards and orchards. The exceptional hydraulic 
characteristics of the mod.75 enable very high flow rates, at low head losses. Wide range of control functions, allows the design of the irrigation 
networks to optimal operation.

Features& Benefits
■■ Structural simplicity
■■ Superb hydraulic performance
■■ Reliable control of corrosive liquids
■■ Light-weight, cost-saving
■■ Minimum maintenance - maximum dependability

SERIES 75
Gal Plastic Valves
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Gal Plastic Valves Series 75

Dimensions
20mm, 3/4” 25mm, 1” 35mm, 11/2” 50mm, 2” 65mm, 21/2” 80mm, 3”

Height
(H)

mm 70 73 110 110 119 120

inch 23/4 27/8 43/8 43/8 45/8 43/4

Length
(L)

mm 113 124 188 199 228 236

inch 41/2 47/8 73/8 77/8 9 91/4

Vol.control 
chamber

cc 36 180

gal 0.01 0.05

Weight
kg 0.2 0.9 1.2 1.4

lbs 0.44 2 2.6 3.1

Operation data
20mm, 3/4” 25mm, 1” 35mm, 11/2” 50mm, 2” 65mm, 21/2” 80mm, 3”

Max. Flow
m3/hr 6 10 25 40 65 90

gpm 26 44 110 176 285 396

Pressure range
bar 1 - 8 1.5 - 10

psi 15 - 115 22 - 145

Max. Water 
Temp.

°C 60

°F 145

3-W2-W

Technical Data

Pressure losses
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Description
The uPVC valves, models 95 (threaded) and 96 (solvent welded directly to the pipe) are made for high-flow irrigation plots and flood tables. The 
direct- attachment to the PVC pipelines and the optional underground installation, save cost of valve configurations and reduce head losses. 
Unique diaphragm design generates surge- free closure even at high velocities.
Unique hydrodynamic design allows exceptionally low pressure losses at high flow rates, stable regulation from maximal to near zero flows, 
surge-free closure and simple, minimal maintenance.

Features& Benefits
■■ Structural simplicity
■■ Superb hydraulic performance
■■ Reliable control of corrosive liquids
■■ Light-weight, cost-saving
■■ Minimum maintenance - maximum dependability

SERIES 95/96
UPVC Valves
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UPVC Valves Series 95/96

Technical Data

Pressure losses

Dimensions
90mm, 3” 110mm, 4” 160mm, 6”

Height
(H)

mm 195 202 380

inch 711/16 715/16 1415/16

Length
(L)

mm 258 278 360

inch 103/16 1015/16 143/16

Vol.control 
chamber

lit 2.6 2.6 9.9

gal 0.7 0.7 2.6

Weight
kg 4 4.2 11.8

lbs 8.8 9.2 26

Operation data
90mm, 3” 110mm, 4” 160mm, 6”

Max. Flow
m3/hr 90 160 350

gpm 400 700 1540

Pressure 
range

bar 0.6 - 8 0.5 - 10

psi 9 - 115 7 - 145

Max. Water 
Temp.

°C 40

°F 104
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Plastic Control Valves
Typical Applications

Control functions below are applicable to valve models: 80, 75, 95/96.
Pictures are for referance only.

Pressure Reducing Valve  
Made to maintain a constant, preset pressure in greenhouses, turf and open field 
irrigation plots- regardless of pump pressure or demand variations.

3-way Electric Valve
Made for high- flow greenhouse irrigation, especially for control of Flood Tables, and 
of Field crops irrigation networks that are activated by sophisticated controllers. 

2-way Electric Valve
Designed to allow maximal simplicity and reliability in greenhouses and field crop 
irrigation systems controlled by electronic controller. 
Available only in 75 & 80 models.

12



Pressure Sustaining / Relief Valve  
The Sustaining valve maintains a constant, preset pressure in the inlet side, to 
protect pumps in case of excessive demand. It can also be used to prevent pressure 
drop in supply pipelines as flow exceeds the designed value, or to discharge excess 
pressure when installed as a relief valve. 

Electrically activated Pressure Reducing Valve
Designed to open and regulate downstream pressure to a stable preset value 
upon electric command from an irrigation controller. Electric command may be of 
constant current or pulse, as determined by the controller in use. 

Hydraulically activated Pressure Reducing Valve
Designed to open and regulate downstream pressure to a stable preset value upon 
a hydraulic command delivered through a control tube. This application enables 
locating all solenoid valves at one convenient point and reduces the risk of lightning 
strike damages to the system. 

Hydraulically Remote Control Valve
The valve will open fully upon a hydraulic command delivered through a control tube. 
As the pressure is released from the control tube, the valve will be closed drip-tight. 
This application enables locating all solenoid valves at one convenient point and 
reduces the risk of lightning strikes damages to the system. 

Pressure Reducing / Sustaining Valve
The valve will maintain a preset upstream pressure as well as reduce downstream 
pressure to required safe value.
If upstream pressure is higher than its preset value and downstream pressure is 
lower than its preset value, the valve will be fully open to allow minimal head losses. 
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Pilot valves for superb 
regulation at high reliability

Intemal SST spring:
allows the use of
wide range
of diaphragm
rubber types

Polymeric coating,
UV and corrosion
resistant

Wide materials
variety

Flexible reinforoed
diaphragm-no
bearing, guides or
intemal seals used

Unique Design
Creating low losses at high 
flow rates

Features and Benefits
■■ Structural simplicity
■■ Superb design featuring exceptionally low pressure losses at high flow rates
■■ Can be used for regulating from no-flow to maximal flow with no need for additional throttling devices or by-pass valves
■■ For natural liquids, sea water and industrial effluents
■■ A wide selection of materials, coating and diaphragm types
■■ All valve models fit a wide variety of control applications using Dorot pilot valves

1

4

3

5
2

6

Main Components

SERIES 100
Metal Hydraulic Control Valves
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Metal Hydraulic Control Valves Series 100

Components
Component No. Description

1 Body

2 Bonnet

3 Diaphragm

4 Spring

5 Spring Disc

6 Bolt

7 Short Bolt

8 Washer

9 Nut

10 Suspension Ring (Hook)
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Position Indicating BonnetThrottling Bonnet

Specifications
Materials Standard Optional*

Body and Bonnet
Cast Iron, Ductile Iron, 
Bronze

Cast Steel, Stainless 
Steel

Diaphragm Natural Rubber
NBR, EPDM, 
Neoprene

Spring SST 302 SST 316

Nuts and Bolts Coated Steel SST

Coating Polyester Epoxy, Nylon, Rubber

* Others Upon Request

Connections Standard Optional*

Flanges ISO 2084, 2441, 5752
ANSI B16
JIS B22
AS 10

Threads F-BSP F-NPT

Control Bores 1/8”,1/4”,½” NPT Epoxy, Nylon, Rubber

Available Models

Pattern

Connection Threaded Threaded Victaulic® Flanged Flanged Flanged Flanged Threaded Victaulic® Threaded Flanged Threaded

Material Cast Iron Bronze Cast Iron Cast Iron Bronze Ductile Iron Cast Iron Cast Iron Cast Iron Bronze Ductile Iron Ductile Iron

Max. Pressure 16 bar / 230 psi 25 bar / 360 psi

Av
ai

la
bl

e 
Si

ze
s

mm inch

20 3/4” • •

25 1” • •

40 1½” • • • • •

50 2” • • • • • • • • • •

65 2½” • • •

80 323” • • • • • •

80 3” • • • • • • • • • •

100 4” • • • • • • •

150 6” • • • • • •

200 868” • • •

200 8” • • • •

250 10” • • • •

300 12” • • •

350 14” • • •

400 16” • •

450 18” • •

500 20” • •

600 24” • •

Non Standard Bonnets

SERIES 100
Technical Data
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Series 100Technical Data

Diaphragm Selection Table*
Diameter Type No. Pressure Range

mm inch mwc psi

20, 25 3/4”, 1”
Standard 18 12-160 17-230

Low Pressure 85 5-100 7-140

40 1½”
Standard 13 12-160 17-230

S. Low Pressure 82 5-50 7-70

50, 65 2”, 2½”, 323”

Standard 03 15-160 21-230

Low Pressure 02 7-100 10-140

S. Low Pressure 12 4-50 6-70

Extreme 60 20-160 28-230

50HP 2”HP High Pressure 69 10-250 15-360

80, 100 3”, 4”

Standard 32 12-160 17-230

Low Pressure 05 4-100 6-140

Extreme 61 20-160 28-230

80HP 3”HP High Pressure 70 10-250 15-360

100HP 4”HP High Pressure 71 10-250 15-360

150 6”, 868

Standard 62 15-160 21-230

Low Pressure 09 5-100 7-140

S. Low Pressure 91 2-60 3-85

Extreme 35 20-160 28-230

150HP 6”HP High Pressure 72 10-250 15-360

200, 300, 350 8”, 12”, 14”

Standard 36 7-160 10-230

Low Pressure 37 2-100 3-140

Extreme 63 20-160 28-230

200HP 8”HP High Pressure 73 10-250 15-360

250 10”
Standard 40 7-160 10-230

Low Pressure  50 2-100 3-140
250HP, 
400HP, 

500HP, 600HP

10”HP, 16”HP, 
20”HP, 
24”HP,

High Pressure 78 10-250 15-360

Low Pressure 92 2-100 3-140

* Standard Diaphragm: Nylon Reinforced Natural Rubber. Optional Materials: Nitrile, EPDM, Neoprene Available Upon Request.

** HP = High Pressure

Pressure Rating
Pressure rating of series 100 valves is body strength, connection standard and diaphragm type.
Pressure rating of valve body of standard models: 16 Bar / 230 psi.
Pressure rating of valve body of high pressure models: 25 Bar / 360 psi.
Connection standard is marked on the identification plate, assembled on the valve body.
Diaphragms operation pressure range is presented at the above table.
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Dimensions and Weights
Straight Flow, Threaded Connection

Valve Size
L H

D W
Weight

Cast Iron Bronze Cast Iron Bronze Cast Iron Bronze

mm inch mm inch mm inch mm inch mm inch mm inch mm inch kg lbs kg lbs

20 3/4 115 4.53 112 4.41 43 1.69 43 1.69 20 0.79 68 2.68 1 2.2 1 2.2

25 1 120 4.72 119 4.69 52 2.05 52 2.05 24 0.94 68 2.68 1 2.2 1 2.2

40 1½ 170 6.69 149 5.87 93 3.66 86 3.39 33 1.3 93 3.66 2.2 4.9 1.8 4

50 2 188 7.4 184 7.24 115 4.53 101 3.98 42 1.65 112 4.41 3.2 7 2.6 5.7

65 2½ 219 8.62 212 8.35 118 4.65 109 4.29 46 1.81 112 4.41 3.6 7.9 3.4 7.5

80LF* 323 225 8.86 221 8.7 126 4.96 116 4.57 54 2.13 112 4.41 4.5 9.9 3.9 8.5

80 3 316 12.44 316 12.44 135 5.31 135 5.31 53 2.09 200 7.87 11 24
* LF = Low Flow

SERIES 100
Technical Data

Straight Flow, Grooved Connection (Vic.)
Valve Size L H D W Weight

mm inch mm inch mm inch mm inch mm inch kg lbs

40 1.5 177 6.97 81 3.19 26 1.02 93 3.66 1.8 4

50 2 190 7.48 100 3.94 33 1.3 112 4.41 2.6 5.7

80 323 201 7.91 120 4.72 47 1.85 112 4.41 3 6.6

80LF 3 286 11.26 124 4.88 47 1.85 200 7.87 11 24.3

100 4 317 12.48 133 5.24 60 2.36 194 7.64 12 26.4

150 6 392 15.43 250 9.84 82 3.23 300 11.81 31 68.3

Angle Flow, Grooved Connection (Vic.)
Valve Size H D W Weight

mm inch mm inch mm inch mm inch kg lbs

80 3 240 9.45 170 6.69 200 7.87 10.5 23.1

100 4 250 9.84 185 7.28 200 7.87 11.5 25.4

Angle Flow, Threaded Connection
Valve Size H D W Weight

mm inch mm inch mm inch mm inch kg lbs

40 1.5 110 4.33 75 2.95 93 3.66 1.7 3.7

50 2 136 5.35 90 3.54 112 4.41 2.4 5.3

80LF 323 165 6.5 114 4.49 112 4.41 3.6 7.9

80 3 239 9.41 145 5.71 200 7.87 10.8 23.8

Angle Flow, Flanged Connection
Valve Size H D W Weight

mm inch mm inch mm inch mm inch kg lbs

80 3 278 10.9 174 6.85 200 7.87 18 39.7

100 4 300 11.8 185 7.28 230 9.06 21 46.3

150 6 380 15 230 9.06 300 11.8 45 99.2
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Technical data Series 100

Straight Flow, Flanged Connection - Standard Models 16 Bar / 230 psi

Valve Size L H D W
Weight

Cast Iron Duct. Iron Bronze

mm inch mm inch mm inch mm inch mm inch kg lbs kg lbs kg lbs

50 2 200 7.87 166 6.54 85 3.35 166 6.54 7.2 15.8 7.7 17 8 17.6

80LF 323 200 7.87 202 7.95 105 4.13 200 7.87 11 24.3 11.8 26

80 3 285 11.22 200 7.87 105 4.13 200 7.87 17 37.5 18.2 40.1 19 42

100 4 305 12.01 230 9.06 110 4.33 230 9.06 22 48.5 24 53 24 53

150 6 390 15.35 314 12.36 145 5.71 300 11.8 46 101 49 108 51 112

200LF 868 385 15.16 350 13.78 170 6.69 365 14.4 50 110 54 119

200 8 460 18.11 400 15.75 170 6.69 365 14.4 80 176 86 190 89 196

250 10 535 21.06 445 17.52 205 8.07 440 17.3 117 258 125 276 131 289

300 12 580 22.83 495 19.49 240 9.45 490 19.3 156 344 167 368 147 324

350 14 580 22.83 495 19.49 270 10.6 540 21.3 182 401 172 379 180 397

Straight Flow, Flanged Connection - High Pressure Models 25 Bar / 360 psi
Valve Size L H D W Weight

mm inch mm inch mm inch mm inch mm inch kg lbs

50 2 228 8.98 169 6.65 85 3.35 175 6.9 10 22

50TH 2TH 250 8.98 120 6.65 42 1.65 175 6.9 6 13

80 3 310 12.2 237 9.33 105 4.13 200 7.87 30 66.1

100 4 356 14.02 263 10.35 120 4.72 260 10.24 38 83.8

150 6 436 17.17 378 14.88 150 5.91 320 12.6 75 165.3

200 8 530 20.87 481 18.94 180 7.09 400 15.75 123 271

250 10 636 25.04 546 21.5 215 8.46 495 19.49 190 419

400 16 715 28.15 830 32.68 310 12.2 830 32.68 433 955

450 18 715 28.15 830 32.68 340 13.39 830 32.68 460 1014

500 20 900 35.43 970 38.19 490 19.29 980 38.58 674 1486

600 24 900 35.43 970 38.19 490 19.29 980 38.58 696 1534
* TH = Threaded
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Hydraulic Performance

Valve Size
mm 20 25 40 50 65 80 80LF 100 150 200LF 200 250 300 350 400 450 500 600

inch 3/4 1 1½ 2 2½ 323 3 4 6 868 8 10 12 14 16 18 20 24

Max. Flow 
Continuance

m3/hr 6 10 25 40 40 40 90 100 350 350 480 970 1400 1400 2500 2500 3890 5500

gpm 26.4 44 110 176 176 176 396 440 1540 1540 2112 4268 6160 6160 11000 11000 17116 24200

Max. Flow 
Intermittent

m3/hr 16 27 68 109 109 109 245 273 955 955 1309 2645 3818 3818 6818 6818 10609 10609

gpm 72 120 300 480 480 480 1080 1200 4200 4200 5760 11640 16800 16800 30000 30000 46680 46680

Minimal Flow
m3/hr < 1

gpm < 5

Kv m3/hr @ 1 bar 17 17 64 95 95 95 170 220 600 670 800 1250 1900 1900 2600 2600 4600 4600

Cv gpm @ 1 psi 20 20 75 110 110 110 200 260 700 780 930 1460 2220 2220 3030 3030 5370 5370

Kv* m3/hr @ 1 bar - - - 78 - - 120 200 550 - 800 1300 - - 2600 2600 4600 4600

Cv* gpm @ 1 psi - - - 91 - - 140 230 640 - 930 1520 - - 3030 3030 5370 5370
* High pressure models

U
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tr
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Downstream Pressure

Cavitation zone

Safe zone for  
Bronze valves

Safe operation zone

Cavitation Data

Headloss Chart

SERIES 100
Technical Data
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PR  Pressure Reducing Valve

Description
The valve maintains a preset downstream pressure,
regardless of upstream pressure or flow rate fluctuation.
The main valve is controlled by either a 3-way pilot valve (allowing full 
opening when upstream pressure drops below the pressure set-
point), or by a 2-way pilot valve (creating a minimal differential in open 
position).

Features
■■ Accurate, stable control from no-flow to full flow
■■ Simple and reliable design
■■ Exceptionally low losses at high flow
■■ WRAS Approval no. 04251

PS  Pressure Sustaining & Relief Valve

Description
The valve maintains upstream pressure, regardless of flow rate 
variations. The valve will be in the “closed” position if the upstream 
pressure drops below the set-point and will fully open when the 
upstream pressure exceeds the set-point.

Features
■■ Accurate, stable control from no-flow to full flow
■■ Simple and reliable design
■■ Exceptionally low losses at high flow

FL  Modulating Float Controlled Valve

Description
The main valve is controlled by a float valve, located in the tank or 
reservoir and set at the required maximum water level. The valve 
maintains the maximum level continuously.

Features
■■ Accurate and repeatable level control
■■ Simple and reliable design
■■ Easy installation and maintenance
■■ Adjusts the inlet flow to the reservoir’s outlet flow
■■ WRAS Approval no. 0009092

Typical Applications

1  Main valve
2  Self-flushing filter
3  Cock valve*
4  Manual over-ride  
    selector valve*
5  3-way pilot valve  
    (other types are optional)

* Optional component

1  Main valve
2  Self-flushing filter
3  Cock valve*
4  Manual over-ride selector valve*
5  3-way pilot valve  
    (other types are optional)

* Optional component

1  Main valve
2  Self-flushing filter
3  Cock valve*
4  Needle valve
5  Modulating float  
    pilot valve

* Optional component
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